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The ignition switch must be in the proper position. SPS prompts you to turn ON the
ignition, with the engine OFF. DO NOT change the position of the ignition switch during
the programming procedure, unless instructed to do so.

. Make certain all tool connections are secure, including the following components and
circuits:
- Scan Tool

. The RS-232 communication cable port

. The connection at the data link connector (DLC)

. The voltage supply circuits
- MDI

o The USB, Ethernet or Wireless communication port
o The connection at the data link connector (DLC)

. DO NOT disturb the tool harnesses while programming. If an interruption occurs during
the programming procedure, programming failure or control module damage may occur.

In the event of an interrupted or unsuccessful programming event, perform the following steps:

1. DO NOT turn the ignition OFF. Ensure that all control module and DLC connections are
secure and the TIS terminal operating software is up to date.

2. Attempt to reprogram the control module.

3. If the control module can still not be programmed, turn the ignition OFF for at least one
minute.

4. Turn the ignition ON and attempt to reprogram the control module. The control module
should program.
+ If the control module still cannot be programmed, replace the control module.

After successfully programming the control module, ensure that all post programming
procedures are performed; refer to Body Control Module Programming and Setup for the
appropriate control module Programming and Setup document for any required procedures.
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The body control module (BCM) must be programmed with the proper calibration software. The
BCM stores and utilizes this information however if it is not properly configured with the correct
calibration software, the BCM will not control all of the vehicle features properly.

Ensure that the following conditions exist in order to prepare for BCM programming:

1. The battery is fully charged.

2. The MDI data link connectors are secure.

3. The scan tool is loaded with the most current software version.

4. All disconnected modules and devices are reconnected securely.
5. This entire procedure has been reviewed before proceeding.

Do not reprogram the body control module unless directed by a service procedure or a service
bulletin.
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